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IN THE CLAIMS : 

1-12 (Canceled). 

13. (Currently amended) A thermal power plant maintenance service provision 
method using a thermal power plant maintenance system comprising a control device 
for control of plant equipment and a maintenance tool operatively coupled to said 
control device via a communication network for performing maintenance of said 
control device, a remote maintenance device for executing a similar function to that of 
said maintenance tool, connected to said maintenance tool comprising: 

transmitting of report data prepared by a maintenance service person, 
describing the history of revision of a control parameter of a control circuitry of said 
control device from said remote maintenance device to said maintenance tool, and 
saving said report data at said maintenance tool , said control parameter is part of a 
control operation logic of the control circuitry and said control circuitry supports the 
control operation logic , wh e r ei n sa i d contro l d e vic e forms at le ast a part of an 
operat i on macro for contro ll ing sa i d plant equ i pm e nt bas e d upon th e valu e of sa i d 
contro l param e t e r . 

14. (Currently amended) A plant maintenance service provision method using a 
plant maintenance system comprising a control device for control of plant equipment 
and a maintenance tool operatively coupled to said control device via a 
communication network for performing maintenance of said control device, a remote 
maintenance device connected to said maintenance tool comprising: 

transmitting of report data, describing the history of revision of a control 
parameter of a control circuitry of said control device from said remote maintenance 
device to said maintenance tool, and saving said report data at said maintenance too\ x 
said control parameter is part of a control operation logic of the control circuitry and 
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said control circuitry supports the control operation logic , wherein sa i d control dev i c e 
forms at least a part of an op e ration macro for contro l ling sa i d p l ant e qu i pm e nt bas e d 
upon th e v al u e of said control param e t e r . 

15. (Currently amended) A plant maintenance system comprising a control 
device for control of plant equipment and a maintenance tool operatively coupled to 
said control device via a communication network for performing maintenance of said 
control device, said plant maintenance system further comprising a remote 
maintenance device which transmits reporting data, that describe the history of 
revision of a control parameter of a control circuitry of said control device to said 
maintenance tool wherein said maintenance tool saves said report data , said control 
parameter is part of a control operation logic of the control circuitry and said control 
circuitry supports the control operation logic , wh e rein sa i d control d e vic e forms a t le ast 
a part of an op e ration macro for control l ing said p l ant e qu i pment bas e d upon th e 
v al u e of said contro l param e t e r . 

16. (Currently amended) A plant maintenance service provision method using a 
plant maintenance system comprising a control device for control of an operation state 
and process amount of plant equipment, and a maintenance tool operatively coupled 
to said control device via a communication network for performing maintenance of a 
controlling controller built in said control device, a remote maintenance device 
connected to said maintenance tool comprising: 

transmitting revision instruction data, which describe a revision to be applied to 
a control parameter of a circuitry in said controlling controller from said remote 
maintenance device to said maintenance tool, and revising said control parameter of 
said circuitry of said control device according to said revision instruction data from 
said maintenance tool , said control parameter is part of a control operation logic of the 
circuitry of said control device and said circuitry of said control device supports the 
control operation logic , wh e r ei n sa i d contro l d e v i c e forms at le ast a part of an 
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op e rat i on macro for control l ing sa i d plant equipment bas e d upon th e va l u e of sa i d 
contro l parameter . 

17. (Currently amended) A plant maintenance service system comprising a 
control device for control of an operation state and process amount of plant 
equipment, and a maintenance tool operatively coupled to said control device via a 
communication network for performing maintenance of a controlling controller built in 
said control device, said plant maintenance system further comprising a remote 
maintenance device that transmits revision instruction data which describe a revision 
to be applied to a control parameter of a circuitry in said controlling controller, 
wherein said maintenance tool has a function of revising of said control parameter of 
said circuitry of said control device according to said revision instruction data , said 
control parameter is part of a control operation logic of the circuitry of said control 
device and said circuitry of said control device supports the control operation logicT 
wh e r e in said control dev i ce forms at l east a part of an operat i on macro for controlling 
sa i d plant e qu i pm e nt based upon the va l ue of said control param e t e r . 
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